SECOND URBAN GOVERNANCE AND INFRASTRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)
Financial Year : 2012-2013
Package No : UGIIP-II-3/KAKON/UT/01/2012
Name of Scheme :

1) PDP-1, Development of earthen road by B.C start from Mission more Mariapara to Jowai B.C road via Mr. Alamgir's house at Sursunipara with 1 no. cross drain at chainage 590m and palisading work at ch. 575m under kakonhat pourashava. Chainage :- 0.00 m to 1656.00 m
2) PDP-2, Development of Earthen road by B.C start from Sherapara Moulovipara more of kakonhat Godagari road to Mr. shaiful's house with 2 nos cross drain at chainage 04m and 254m under kakonhat pourashava. Chainage :- 0.00m to 560.00m
3) PDP-2, Development of Earthen road by B.C start from joykrishtopur more toMr. Haren's house at adhibashipara with 1 no. cross drain at chainage 122 under kakonhat pourashava. Chainage :- 0.00 m to 581.00 m
4) PDP-2, Development of Earthen road by B.C start from Mr. Mojammel's house at panchgachia village to Mr. Akbor's house with 2 nos. cross drain at chainage 102m and 283m and  palisading work at ch. 096m & 268m under kakonhat pourashava. Chainage :- 0.00 to 493.00m      

5) PDP-3, Development of Earthen road by B.C start from Mohadevpur more to Muralipur more via Tilahari village with 2 nos. cross drain at chainage 409m and  1149m & palisading work at ch. 646m under kakonhat pourashava. Chainage :- 0.00 to 1542.00m      

6) PDP-4, Development of Earthen road by B.C start from Baidapara more of Rajshahi Kakonhat highway to adhibashipara B.C. road with 1 no. cross drain at chainage 300m and palisading work at ch. 301m under kakonhat pourashava. Chainage :- 0.00 to 525.00m
Estimated Cost :

1) Gross estimate TK. 92,75,271.00
                          Salvage Tk. 0.00


2)  Gross estimate TK. 33,03,425.00 
                          Salvage Tk. 1,19,015.00
3) Gross estimate TK.
 31,80,985.00                            Salvage Tk.0.00
4) Gross estimate TK.
36,23,552.00                             Salvage Tk 1,34,213.00
5)  Gross estimate TK. 86,88,866.00
                          Salvage Tk 4,42,480.00
6)  Gross estimate TK. 30,89,637.00
                          Salvage Tk 2,62,443.00
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cÖvcKt- cÖKí cwiPvjK


wØZxq bMi cwiPvjb I AeKvVv‡gv DbœwZKib (†m±i) cÖKí


          GjwRBwW feb, ‡j‡fj-12

AvMviMvuI, †k‡i evsjv bMi,XvKv 1207 
welqt evsjv‡`k miKvi ADB, KFW Ges GIZ mnvqZvcyó wØZxq bMi cwiPvjb I AeKvVv‡gv DbœwZKib (†m±i) cÖKí (UGIIP-II) Gi AvIZvq bMi hvZvqvZ e¨e¯’vi Dbœqb mve-cÖ‡R‡±i 2012-2013 A_© eQ‡i 01 wU c¨v‡K‡Ri (06wU cÖKí) cÖv°jb Aby‡gv`b cÖm‡½|
Dch©y³ wel‡qi Av‡jv‡K Rvbv‡bv hv‡”Q †h, evsjv‡`k miKvi ADB, KFW Ges GIZ mnvqZvcyó wØZxq bMi cwiPvjb I AeKvVv‡gv DbœwZKib (†m±i) cÖKí (UGIIP-II) Gi AvIZvq KuvKbnvU †cŠimfvi mve-cÖ‡R‡±i c~Z©KvR ev¯—evq‡bi j‡¶¨ bMi hvZvqvZ e¨e¯’vi Dbœqb mve-cÖ‡R‡±i 2012-2013 A_© eQ‡ii 01 wU c¨v‡K‡Ri (06wU cÖKí) cÖv°jb cÖ¯‘Z Kiv n‡q‡Q| cÖv°jb¸wj Aby‡gv`‡bi wbg‡Ë Avcbvi m`q AeMwZ I cÖ‡qvRbxq cieZ©x e¨e&¯’v MÖn‡Yi Rb¨ †cÖiY Kiv n‡jv|

mshyw³t

        1. cÖv°jb c¨v‡KR bs UGIIP-II/KAKON/2012-2013/RD/01 03 (wZb)Kwc|

        2. cÖv°jb c¨v‡KR bs UGIIP-II/KAKON/2012-2013/RD/0103 (wZb)Kwc|
(AvjnvR¡ †gvt Avãyj gwR`)
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SECOND URBAN GOVERNANCE AND INFRATRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)

KAKONHAT POURASHAVA

DISTRICT : RAJSHAHI

Financial Year : 2012-2013
Name of Scheme :

1) PDP-1, Development of Earthen road by B.C start from Missin more Mariapara to Jowai B.C road via Mr. Alamgir's house at Sursunipara with 1 no. cross drain at chainage 590m and palisading work at ch. 575m under kakonhat pourashava.

     Chainage :- 0+000 To 1656m

Package No : UGIIP-II/KAKON/2012-2013/RD/02

Estimated Cost : TK.
SECOND URBAN GOVERNANCE AND INFRATRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)

KAKONHAT POURASHAVA

DISTRICT : RAJSHAHI

Financial Year : 2012-2013
Name of Scheme :

2) PDP-2, Development of Earthen road by B.C start from Sherapara Moulovipara more of kakonhat Godagari road to Mr. shaiful's house with 2 nos cross drain at chainage 04m and 254m under kakonhat pourashava.

           Chainage :- 0+000 To 560m

Package No : UGIIP-II/KAKON/2012-2013/RD/02

Estimated Cost : TK.

SECOND URBAN GOVERNANCE AND INFRATRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)

KAKONHAT POURASHAVA

DISTRICT : RAJSHAHI

Financial Year : 2012-2013
Name of Scheme :

3) PDP-2, Development of Earthen road by B.C start from joykrishtopur more toMr. Haren's house at adhibashipara with 1 no. cross drain at chainage 122 under kakonhat pourashava.

      Chainage :- 0+000 To 581m

Package No : UGIIP-II/KAKON/2012-2013/RD/02

Estimated Cost : TK.

SECOND URBAN GOVERNANCE AND INFRATRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)

KAKONHAT POURASHAVA

DISTRICT : RAJSHAHI

Financial Year : 2012-2013
Name of Scheme :

4) PDP-2, Development of Earthen road by B.C start from Mr. Mojammel's house at panchgachia village to Mr. Akbor's house with 2 nos. cross drain at chainage 102m and 283m and  palisading work at ch. 096m & 268m under kakonhat pourashava.

      Chainage :- 0+000 To 493m

Package No : UGIIP-II/KAKON/2012-2013/RD/02

Estimated Cost : TK.

SECOND URBAN GOVERNANCE AND INFRATRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)

KAKONHAT POURASHAVA

DISTRICT : RAJSHAHI

Financial Year : 2012-2013
Name of Scheme :

5) PDP-3, Development of Earthen road by B.C start from Mohadevpur more to Muralipur more via Tilahari village with 2 nos. cross drain at chainage 409m and 1149m & palisading work at ch. 646m under kakonhat pourashava.

      Chainage :- 0+000 To 1542m

Package No : UGIIP-II/KAKON/2012-2013/RD/02

Estimated Cost : TK.

SECOND URBAN GOVERNANCE AND INFRATRUCTURE IMPROVEMENT (SECTORE) PROJECT (UGIIP-II)

KAKONHAT POURASHAVA

DISTRICT : RAJSHAHI

Financial Year : 2012-2013
Name of Scheme :

6) PDP- 4, Development of Earthen road by B.C start from Baidapara more of Rajshahi Kakonhat highway to adhibashipara B.C. road with 1 no. cross drain at chainage 300m and palisading work at ch. 301m under kakonhat pourashava.

      Chainage :- 0+000 To 525m

Package No : UGIIP-II/KAKON/2012-2013/RD/02

Estimated Cost : TK.

1) PDP-1, Development of Earthen road by B.C start from Missin more Mariapara to Jowai B.C road via Mr. Alamgir's house at Sursunipara with 1 no. cross drain at chainage 590m and palisading work at ch. 575m under kakonhat pourashava.
     Chainage :- 0+000 To 1656m

2) PDP-2, Development of Earthen road by B.C start from Sherapara Moulovipara more of kakonhat Godagari road to Mr. shaiful's house with 2 nos cross drain at chainage 04m and 254m under kakonhat pourashava.
            Chainage :- 0+000 To 560m

3) PDP-2, Development of Earthen road by B.C start from joykrishtopur more toMr. Haren's house at adhibashipara with 1 no. cross drain at chainage 122 under kakonhat pourashava.
      Chainage :- 0+000 To 581m

4) PDP-2, Development of Earthen road by B.C start from Mr. Mojammel's house at panchgachia village to Mr. Akbor's house with 2 nos. cross drain at chainage 102m and 283m and  palisading work at ch. 096m & 268m under kakonhat pourashava.
      Chainage :- 0+000 To 493m

5) PDP-3, Development of Earthen road by B.C start from Mohadevpur more to Muralipur more via Tilahari village with 2 nos. cross drain at chainage 409m and  1149m & palisading work at ch. 646m under kakonhat pourashava.
      Chainage :- 0+000 To 1542m

6) PDP-4, Development of Earthen road by B.C start from Baidapara more of Rajshahi Kakonhat highway to adhibashipara B.C. road with 1 no. cross drain at chainage 300m and palisading work at ch. 301m under kakonhat pourashava.
      Chainage :- 0+000 To 525m

Technical Report
1. Name of Scheme : PDP-1, Development of Earthen road by B.C start from Missin more Mariapara to Jowai B.C road via Mr. Alamgir's house at Sursunipara with 1 no. cross drain at chainage 590m and palisading work at ch. 575m under kakonhat pourashava.

`     Chainage :- 0+000 To 1656m

2. Present Condition of the Scheme :

a) Length : 1656.00m

b) Width  : 3.05m

c) Condition : Earthen road

3. Proposed Work of the Scheme :

a)  Length : 1656.00m

b) Width : 4.25 m
c) Work

i) 200mm Improved Subgrade

ii) Brick on end edging(125mm across)

iii) 150mm Sub-base

iv) 150mm WBM

v) 25mm Bituminous carpeting

vi)7mm Seal coat

This road, passes through the residential areas. It is the connecting road from Mission more Mariapara to jowai B.C. road via Mr. Alamgir's house at sursunipara road at kakonhat rajshahi road and jawoi Godagari road within kakonhat pouroshova. With the education, a christan mission, Medical services and commercial areas. This is a earthen road by which peoples of that area feel hazard at rainy season, moreover no motorised vehicle move by this earthen road especially if a little rain. also student of that area facing problem due to earthen road. After construction the earthen road, there were no repair works imposed on this proposed road. For this reason top surface is severely damaged and undulated. Poor people are suffering for their communication to over the damage road. For this reason AE,JME and SAE surveyed the location and assessed the need as per actual field condition. Proposed scheme to be implemented by construction, after excavation 200mm improved subgrade, 150mm subbase, 150mm WBM, 25mm carpeting and 7mm seal coat will be provided. After rehabilitation of this road. communication & traffic system will be improved as well as soci-economic condition will be improved. Also it will be very helpful for the student & patient of the locality. One no. cross drain is required at chainage 590m for drain out household waste water and a palisading work is required at ch. 575m  for widening the required position of road at pond site.Due to widening of existing road fill material is required.No environmental bad impact imposed if above mentioned road is to be rehabilitated  by above mentioned method as no tree cutting down and no cultivation land is affected, only existing earthen road is improved.

This is to certify that AE & JME along with SAE have surveyed the scheme and SAE surveyed the Location and assessed the need as per actual field requirement concerned officers expect to execute the work as per estimate.

	Sub-Asstt. Engineer

Kakonhat Pourashava
	Asstt. Engineer

Kakonhat Pourashava
	Mayor

Kakonhat Pourashava


Technical Report

2. Name of Scheme :  PDP-2, Development of Earthen road by B.C start from Sherapara Moulovipara more of kakonhat Godagari road to Mr. shaiful's house with 2 nos cross drain at chainage 04m and 254m under kakonhat pourashava.
            Chainage :- 0+000 To 560m

             Present Condition of the Scheme :

i. Length : 560.00m

ii. Width  : 3.05m

iii. Condition : Earthen road

b. Proposed Work of the Scheme :

i.  Length :560.00m

ii. Width : 4.25m
iii. Work

i) 200mm Improved Subgrade

ii) Brick on end edging(125mm across)

iii) 150mm Sub-base

iv) 150mm WBM

v)25mm Bituminous carpeting

                                 vi)   7mm Seal coat

This road, passes through the residential areas. It is the connecting road from Sherapara Moulovipara more of kakonhat godagari road to Mr. shaiful's house of sherapara moulovipara more road  within kakon hat pouroshova. With the education, Medical services and commercial areas. This is a earthen road by which peoples of that area feel hazard at rainy season, moreover no motorised vehicle move by this earthen road especially if a little rain. also student of that area facing problem due to earthen road. After construction the earthen road, there were no repair works imposed on this proposed road. For this reason top surface is severely damaged and undulated. Pour people are suffering for their communication to over the damage road. For this reason AE, JME and SAE surveyed the location and assessed the need as per actual field condition. Proposed scheme to be implemented by construction, after excavation 200mm improved subgrade, 150mm subbase, 150mm WBM, 25mm carpeting and 7mm seal coat will be provided. After rehabilitation of this road communication & traffic system will be improved as well as soci-economic condition will be improved. Also it will be very helpful for the student & patient of the locality. No environmental bad impact imposed if above mentioned road is to be rehabilitated  by above mentioned method as no tree cutting down and no cultivation land is affected, only existing earthen road is improved.

This is to certify that AE, JME along with SAE have surveyed the scheme and SAE surveyed the Location and assessed the need as per actual field requirement concerned officers expect to execute the work as per estimate.

	Sub-Asstt. Engineer

Kakonhat Pourashava
	Asstt. Engineer

Kakonhat Pourashava
	Mayor

Kakonhat Pourashava


Technical Report
3. Name of Scheme : PDP-2, Development of Earthen road by B.C start from Mr. Mojammel's house at panchgachia village to Mr. Akbor's house with 2 nos. cross drain at chainage 102m and 283m and  palisading work at ch. 096m & 268m under kakonhat pourashava.

      Chainage :- 0+000 To 493m
             Present Condition of the Scheme :

i. Length : 493.00m

ii. Width  : 3.05m

iii. Condition : Earthen road

b. Proposed Work of the Scheme :

i.  Length : 493.00m

ii. Width : 4.25m
iii. Work

i) 200mm Improved Subgrade

ii) Brick on end edging(125mm across)

iii) 150mm Sub-base

iv) 150mm WBM

v) 25mm Bituminous carpeting

                                 vi)   7mm Seal coat

This road, passes through the residential areas. It is the connecting road from Mr. Mojammel's house at panchgachia village to Mr. Akbor's house at kakonhat to mundumala road and kakon rajshahi road within kakonhat pouroshova. With the education,  Medical services and commercial areas. This is a earthen road by which peoples of that area feel hazard at rainy season, moreover no motorised vehicle move by this earthen road especially if a little rain. also student of that area facing problem due earthen road. After construction the earthen road, there were no repair works imposed on this proposed road. For this reason top surface is severely damaged and undulated. Pour people are suffering for their communication to over the damage road. For this reason AE, JME and SAE surveyed the location and assessed the need as per actual field condition. Proposed scheme to be implemented by construction, after excavation 200mm improved subgrade, 150mm subbase, 150mm WBM, 25mm carpeting and 7mm seal coat will be provided. After rehabilitation of this road. communication & traffic system will be improved as well as soci-economic condition will be improved. Also it will be very helpful for the student & patient of the locality. Two nos. cross drain is required at chainage 102m & 283m for drain out household waste water and a palisading work is required at ch. 96m &268m.For widening the required position of road at pond site.Due to widening of existing road fill material is required. No environmental bad impact imposed if above mentioned road is to be rehabilitated by above mentioned method as no tree cutting down and no cultivation land is affected, only existing earthen road is improved.

This is to certify that AE, JME along with SAE have surveyed the scheme and SAE surveyed the Location and assessed the need as per actual field requirement concerned officers expect to execute the work as per estimate.

	Sub-Asstt. Engineer

Kakonhat Pourashava
	Asstt. Engineer

Kakonhat Pourashava
	Mayor

Kakonhat Pourashava


Technical Report
4. Name of Scheme :. PDP-2, Development of Earthen road by B.C start from joykrishtopur more to Mr. Haren's house at adhibashipara with 1 no. cross drain at chainage 122 under kakonhat pourashava.

      Chainage :- 0+000 To 581m
a. Present Condition of the Scheme :

i. Length : 581.00m

ii. Width  : 3.05m

iii. Condition : Earthen road

b. Proposed Work of the Scheme :

i.  Length : 581.00m

ii. Width : 4.25m
iii. Work

i) 200mm Improved Subgrade

ii) Brick on end edging(125mm across)

iii) 150mm Sub-base

iv) 150mm WBM

v) 25mm Bituminous carpeting

vi)7mm Seal coat

This road, passes through the residential areas. It is the connecting road from joykrishtopur more to Mr. Haren's house at adhibashipara at kakonhat mundumala road and kakonhat Rajshahi road within kakonhat pouroshova. With the education, a christan mission, Medical services and commercial areas. This is a earthen road by which peoples of that area feel hazard at rainy season, moreover no motorised vehicle move by this earthen road especially if a little rain. also student of that area facing problem due earthen road. After construction the earthen road, there were no repair works imposed on this proposed road. For this reason top surface is severely damaged and undulated. Pour people are suffering for their communication to over the damage road. For this reason AE ,JME and SAE surveyed the location and assessed the need as per actual field condition. Proposed scheme to be implemented by construction, after excavation 200mm improved subgrade, 150mm subbase, 150mm WBM, 25mm carpeting and 7mm seal coat will be provided. After rehabilitation of this road. communication & traffic system will be improved as well as soci-economic condition will be improved. Also it will be very helpful for the student & patient of the locality. No environmental bad impact imposed if above mentioned road is to be rehabilitated  by above mentioned method as no tree cutting down and no cultivation land is affected, only existing earthen road is improved.
This is to certify that AE along with SAE have surveyed the scheme and SAE surveyed the Location and assessed the need as per actual field requirement concerned officers expect to execute the work as per estimate.

	Sub-Asstt. Engineer

Kakonhat Pourashava
	Asstt. Engineer

Kakonhat Pourashava
	Mayor

Kakonhat Pourashava


Technical Report
5. Name of Scheme : PDP-3, Development of Earthen road by B.C start from Mohadevpur more to Muralipur more via Tilahari village with 2 nos. cross drain at chainage 409m and  1149m & palisading work at ch. 646m under kakonhat pourashava.

      Chainage :- 0+000 To 1542m

a. Present Condition of the Scheme :

i. Length : 1542.00m

ii. Width  : 3.05m

iii. Condition : Earthen road

b. Proposed Work of the Scheme :

i.  Length : 1542.00m

ii. Width : 4.25m
iii. Work

i) 200mm Improved Subgrade

ii) Brick on end edging(125mm across)

iii) 150mm Sub-base

iv) 150mm WBM

v)25mm Bituminous carpeting

                                 vi)   7mm Seal coat

This road, passes through the residential areas. It is the connecting road from Mohadevpur more to Muralipur more via Tilahari village at Rajshahi kakonhat road within  kakonhat pouroshova. With the education, a christan mission, Medical services and commercial areas. This is a earthen road by which peoples of that area feel hazard at rainy season, moreover no motorised vehicle move by this earthen road especially if a little rain. also student of that area facing problem due earthen road. After construction the earthen road, there were no repair works imposed on this proposed road. For this reason top surface is severely damaged and undulated. Pour people are suffering for their communication to over the damage road. For this reason AE, JME and SAE surveyed the location and assessed the need as per actual field condition. Proposed scheme to be implemented by construction, after excavation 200mm improved subgrade, 150mm subbase, 150mm WBM, 25mm carpeting and 7mm seal coat will be provided. After rehabilitation of this road. communication & traffic system will be improved as well as soci-economic condition will be improved. Also it will be very helpful for the student & patient of the locality. Two nos. cross drain is required at chainage 409m & 1149m for drain out household waste water and a palisading work is required at ch. 646m  for widening the required position of road at pond site.Due to widening of existing road fill material is required. No environmental bad impact imposed if above mentioned road is to be rehabilitated  by above mentioned method as no tree cutting down and no cultivation land is affected, only existing earthen road is improved.

This is to certify that AE, JME along with SAE have surveyed the scheme and SAE surveyed the Location and assessed the need as per actual field requirement concerned officers expect to execute the work as per estimate.

	Sub-Asstt. Engineer

Kakonhat Pourashava
	Asstt. Engineer

Kakonhat Pourashava
	Mayor

Kakonhat Pourashava


                          Technical Report

6. Name of Scheme : PDP- 4, Development of Earthen road by B.C start from Baidapara more of Rajshahi Kakonhat highway to adhibashipara B.C. road with 1 no. cross drain at chainage 300m and palisading work at ch. 301m under kakonhat pourashava.

      Chainage :- 0+000 To 525m

a. Present Condition of the Scheme :

i. Length : 525.00m

ii. Width  : 3.05m

iii. Condition : Earthen road

b. Proposed Work of the Scheme :

i.  Length 525.00m

ii. Width : 4.25m
iii. Work

i) 200mm Improved Subgrade

ii) Brick on end edging(125mm across)

iii) 150mm Sub-base

iv) 150mm WBM

v) 25mm Bituminous carpeting

 vi)7mm Seal coat

This road, passes through the residential areas. It is the connecting road from Baidapara more of Rajshahi Kakonhat highway to adhibashipara B.C. road at kakonhat Godagari road within kakonhat pouroshova. With the education, a christan mission, Medical services and commercial areas. This is a earthen road by which peoples of that area feel hazard at rainy season, moreover no motorised vehicle move by this earthen road especially if a little rain. also student of that area facing problem due earthen road. After construction the earthen road, there were no repair works imposed on this proposed road. For this reason top surface is severely damaged and undulated. Pour people are suffering for their communication to over the damage road. For this reason AE, JME and SAE surveyed the location and assessed the need as per actual field condition. Proposed scheme to be implemented by construction, after excavation 200mm improved subgrade, 150mm subbase, 150mm WBM, 25mm carpeting and 7mm seal coat will be provided. After rehabilitation of this road communication & traffic system will be improved as well as soci-economic condition will be improved. Also it will be very helpful for the student & patient of the locality. One no. cross drain is required at chainage 300m for drain out household waste water and a palisading work is required at ch. 301m  for widening the required position of road at pond site. Due to widening of existing road fill material is required. No environmental bad impact imposed if above mentioned road is to be rehabilitated by above mentioned method as no tree cutting down and no cultivation land is affected, only existing earthen road is improved.

This is to certify that AE, JME along with SAE have surveyed the scheme and SAE surveyed the Location and assessed the need as per actual field requirement & concerned officers expected to execute the work as per estimate.

	Sub-Asstt. Engineer

Kakonhat Pourashava
	Asstt. Engineer

Kakonhat Pourashava
	Mayor

Kakonhat Pourashava
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